
ANNEXURE-III                                     

Check List for Site Readiness for installation 
NOTE: This form duly filled in has to be faxed to BSE Ltd. on 022-22722048 with the site survey report if applicable.

	Clearing No.
	
	
	
	


	#Network Media Code  (Tick one)
	CL
	LL
	L2
	MW
	VB
	MT
	PoP
	Other


	 Site Code/ Circuit No.
	


	Site Address


	

	Name of Contact Person at Site
	

	Phone Nos.
	


Prerequisites for VSAT/Link installation

	SN
	Description
	Status
	Remarks

	1 – a
	All of the applied Trader Work Station (TWS) are Present
	Y / N
	

	1 – b
	Windows 2000 installed in all TWS
	Y / N
	

	1 – c
	UTP LAN card installed in all TWS.
	Y / N
	

	1 – d
	On-Line UPS as per specifications installed for IDU & UTP Hub/Switch.
	Y / N
	

	2 – a
	Dedicated Earth Pit available for VSAT & TWS.
	Y / N
	

	2 – b
	Earth wire laid from Earth Pit to UPS.
	Y / N
	

	2 – c
	Earth wire laid from Earth Pit to Antenna location.
	Y / N
	

	3 – a
	Adequate power points from UPS installed for IDU & UTP HUB/Switch.
	Y / N
	

	3 – b
	Stabilized / UPS power provided to all TWS’s.
	Y / N
	

	3 – c
	Input voltages to UPS  (Should be between 200 - 240 Volts)

Phase – Neutral                 =   (Should be between 200V – 240V)

Phase – Earth                    =  (Should be between 200V – 240V)

Neutral – Earth                   =  (This should be less than 2 volts) 
	V

V

V
	

	3 – d
	Output voltages from UPS 

Phase – Neutral                  =  (Should be between 200V – 240V)

Phase – Earth                     =  (Should be between 200V – 240V)

Neutral – Earth                    = (This should be less than 2 volts)
	V

V

V
	

	4 – a
	Site survey carried out by Service provider engineer at this office
	Y / N
	

	4 – b
	In case special instructions like leveling of surface, making hole for passing facility cable (IFL) etc. as mentioned in site survey report, have been met?
	Y / N
	

	5 – a
	Is AC installed at this office?
	Y / N
	

	5 – b
	Is the room dust free?
	Y / N
	

	5 – c
	In Door Unit (IDU) location has been marked in this office?
	Y / N
	

	6 – a
	Is the UTP switch installed near IDU?
	Y / N
	

	6 – b
	Is UTP wiring from UTP switch to VSAT IDU location as well as UTP switch to all TWS locations completed?
	Y / N
	

	6-c
	Is Network equipment delivered at site
	Y/N
	


Safety Requirements

	1
	Room temperature (Should be around 22 deg. C)
	Deg. C

	2
	Is Out Door Unit (ODU) easily accessible for maintenance?
	Y  / N


Trading Members may please note that if any of the information presented above is found incorrect at installation time, the installation may get delayed by about 4 weeks. Additional installation visit charge of Rs. 3,000/- will be levied for every visit.  

Signature & Rubber stamp of Market Participant


Date:

# Network Media Code ► CL: Campus LAN at BSE, LL: Direct leased line 256Kbps, L2: Direct leased line 2Mbps, MW: Wireless MPLS 256Kbps, VB: VSAT, MT: Wired MPLS 256Kbps, PoP: Link thru PoP , Others: 64Kbps lines, 128Kbps lines.
