
BSE Limited

[image: image1.png]EXPERIENCE THE NEW




APPLICATION FOR BSE NETWORK CONNECTIVITY 

To be filled in and signed by the Market Participant and submitted to IT (Network) Dept., BSE Ltd.,

22nd Floor, West wing, P.J. Towers, Dalal Street, Fort, Mumbai-400001 or at BSE Regional office in respective city.

1. Market Participant Details

	Clearing No.
	
	
	
	

	SEBI Registration No.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Participant Firm Name
	

	Email ID of main Contact Person
	


2. Address where connectivity is to be provided: - 

	Building
	
	
	
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Lane
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Town
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	State
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	PIN
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Phone No.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Fax No.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Name of Contact Person at site
	

	Mobile No. of Contact Person.
	0
	0
	9
	1
	-
	
	
	
	
	
	
	
	
	
	

	E-mail Address of Contact Person
	


	3. Application for (Tick one) 
	Primary Link
	Backup Link


	4. Media Code  (Tick one)
	CL
	LL
	MW
	MT
	VB
	Other


	5. Existing BSE connectivity at this   
    office       (Tick all that are present)
	CL
	LL
	MW
	MT
	VB
	Other


	Media Code
	Backup Media Type (
	Airtel
	Tata
	Reliance
	MTNL / BSNL

	MW
	Wireless MPLS 2Mbps
	
	
	
	

	MT
	Wired MPLS 2Mbps
	
	
	
	

	LL
	Direct leased line  2Mbps
	
	
	
	


Declaration:  We hereby undertake to abide by the terms and conditions laid down and circulated by BSE Ltd. / SEBI from time to time.  We hereby declare that the information furnished above is true and correct to the best of our knowledge and belief.  We shall be responsible for any information found incorrect / misleading at a later date and the decision of BSE Ltd. in this regard shall be final and binding on us.

Signature and Rubber Stamp of the Market Participant


Date: 

Annexure to this form: -

1. No-Objection Certificate from landlord of premises for installation of radio equipment.  (Wireless link / VSAT applications only)

2. CST / LST Declaration for dispatch of equipment (VSAT application only).

3. Site Readiness declaration for installation.

Forms to be submitted at the time of activation
1. Application for TWS ID Registration & De-Registration on BSE Networks

Instructions for filling up the form

1. Use capital letters. Please ensure that e-mail address of main contact person is provided as a copy of all communication for this site will be marked to this e-mail ID and most of follow-up communication will also be sent through e-mail.


2. Please prefix STD code for phone number. Preferably, furnish BSNL / MTNL phone number for easy identification of site. Mobile number and E-mail ID of the main contact person at the site are mandatory. All correspondence during pre-installation and post-installation support phase will be done on the registered e-mail/mobile number. In the event of any change, please ensure that the same is communicated to BSE.


3. Separate forms are required for Primary and Backup links. A primary link is the path through which your data will flow normally. Backup link will take over in case primary link fails.


4. Table below gives media codes and permitted combination of primary and backup links.  In case of non-feasibility of Media code of first choice, BSE can provide alternative media if second choice is indicated. 


Choice of media governs quality of service. Wired links have advantage of better throughputs and upgradeability.  Wired links are prone to failure on last mile and therefore wireless links are generally more stable. Mix and match of Wired and Wireless media give best performance – stability results.


	Media Code
	Backup Media Type (
Primary Media Type V
	Wireless MPLS

2Mbps
	VSAT
	Wired MPLS 2Mbps
	Direct line

2Mbps

	MW
	Wireless MPLS 2Mbps
	  Yes *
	Yes
	Yes
	No

	VB
	Broadband VSAT
	Yes
	No
	Yes
	  Yes *

	MT
	Wired MPLS 2Mbps
	Yes
	Yes
	Yes
	No

	LL
	Direct leased line  2Mbps
	No 
	  Yes *
	No 
	Yes

	CL
	Campus LAN at BSE
	No
	No
	No
	No

	Others
	Existing 64Kbps lines, 128Kbps / 256 Kbps lines etc not specifically mentioned above.


*Not recommended backups.

5. Information about existing connectivity will help us in proper configuration of networking equipment. It will also help us in planning upgrade of your existing connectivity. 


