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IML, CTCL , FIX Engine Run on Same Machine 
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RMS & FIX Client  Run on Same Machine 

FIX CTCL Server 

(Example IP : 192.168.100.1) 

Example Member ID  = 7635 

Example Trader ID  = 201 

 

FIX Client 

(Example IP : 192.168.100.2) 



 

                       Configuration Settings  

 

1. IML .ini 
 

 PORTL=5001 

 INTERFACEIP=192.168.100.1 

 

2. CTCL.conf 
 

 iml_server_ip = 192.168.100.1 

 iml_port=5001 

 rms_server_ip=192.168.100.1 

 rms_requests_port=5006 

 rms_responses_port=9882 

3. Stocks.properties 
 

 BSECMCONNECTORS=192.168.100.1:5006:7635|201 

 INITIATORBSECMCONNECTORS=192.168.100.1:9881:7635|201 

 ACCEPTORBSECMCONNECTORS=192.168.100.1:9882:7635|201 

 RMSSERVER =192.168.100.2:8484 

 

4. acceptor_bsecm.cfg 
 SocketAcceptPort=9212 

 

5. initiator_bsecm.cfg 
 SocketConnectHost=192.168.100.1 

 SocketConnectPort=9212 

 

 

 

 

 

 


